
USP, ASTM, and CAP
Pure Water Standards - 2008

USP 23 Pharmaceutical Grade Water
Organics

Purified Water < 0.5 ppm TOC For More Information Please Call
WFI < 0.5 ppm TOC  1(800)CAL-WATER

Conductivity (in-line Measurements) (800) 225-9283

Purified Water < 1.3 µs/cm @ 25oC 
WFI < 1.3 µs/cm @ 25oC

Endotoxins by LAL
Purified Water No specification
WFI < 0.25 EU/ml

Bacteria (Guideline Only)
Purified Water < 100 cfu/ml
WFI < 10 cfu/100 ml

USP 24 Pharmaceutical Grade Water
Organics

Purified Water < 0.5 ppm TOC
WFI < 0.5 ppm TOC

Conductivity @ 25oC
Purified Water  4.7-5.8 µs/cm 
WFI < 1.3 µs/cm `

Bacteria Endotoxins
Purified Water No specification
WFI < 0.25 EU/ml

CFU
Purified Water < 100 cfu/ml
WFI < 0.1 cfu/ml

USP 27 Pharmaceutical Grade Water
 (Update similar to USP 23)
Organics < 0.5 ppm
Conductivity < 1.3 µs/cm @ 25oC

 in-line Measurement
Endotoxins by LAL

Purified Water No specification
WFI < 0.2 EU/ml

Bacteria (Guideline Only)
Purified < 100 cfu/ml
WFI < 10 cfu/100 ml

American Society for Testing and Materials (ASTM)
ASTM Type: I II III IV

Conductivity (µs/cm @ 25oC)  0.055 1.0 0.25 5.0
Resistivity @ 25oC Meg./cm 18.3 1 4 0.2
Total Silica (µg/L) 3 3 500 -
Total Organic Carbon (µg/L) 10 50 200 -
Chlorides (µg/L) 1 5 10 50
Sodium (µg/L) 1 5 10 50
pH - - - 5.0-8.0

ASTM Subtype: A B C
Bacteria (cfu/100 ml) 1 10 1000
Endotoxins (EU/ml) <0.03 0.25 N/A

College of American Pathologists
National Committee for Clinical Laboratory Standards

CAP/NCCLS Type II III
Conductivity (µs/cm @ 25oC)  1.0 10
Resistivity @ 25oC Meg./cm 1 0.1
Total Silica (µg/L) 100 1,000
pH - 5.0-8.0
Bacterial Growth (cfu/ml) 1,000 NS
Particulate Matter NS NS
Organics NS NS
* Type I water is preferably bacteria free.
** Specifications are process specifications, not measured by end user.
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